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In recent years, APD has focused more on the R&D of lithium-ion 
UPS key technologies in response to market trends, and has 
launched a series of lithium-ion UPS solutions.

The features of lithium-ion UPS products include long product life 
and high temperature-resistance compared with the traditional 
lead-acid UPS. APD’s lithium-ion UPS is designed to be small and 
light. Its size is reduced by a stunning 53% compared to other 
competitors within the industry. Aesthetically, the product has a 
more compact design, coupled with a battery management system 
(BMS), as well as sophisticated double protection with SOH and 
SOC calculations; providing the most comprehensive lithium 
battery control and protection mechanism.

APD’s lithium-ion UPS product series have obtained the UL1973 
safety certification, which can be widely applied in various industries. 
Global customers have successfully deployed our products in 
medical equipment, industrial automation, security monitoring 
and transportation. The product features high stability, high 
reliability, as well as small and light specifications to meet clients’ 
requirements for a high-quality lithium-ion UPS. It is currently the 
best choice of backup power systems today.

Asian Power Devices is 
Leader in Producing Lithium-ion UPS

High Core Technology
Small and Light
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TEL  +886-2-2693-3298
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TEL  +86-755-2831-6830
FAX  +86-755-2832-6310

RELIABLE & HIGH QUALITY, 
SATISFYING DIVERSE
MARKET NEEDS



Product features
Lithium-ion battery life up to 10 years (lasts two times longer than 
lead-acid  battery). Say goodbye to additional maintenance costs 
and battery replacement costs.

LCD display panel which supports multiple languages.

International lithium-ion battery safety standard certification:

UL 1973 & IEC 62133.

Allows device power on without battery installation.

Capacity range is 500VA-1500VA

Certificate 

Certificate

Certificate

Applications
Industrial automation, security monitoring, 
medical equipment, transportation

Product features
The compact DIN Rail DC UPS design.

UPS and battery module are designed separately for flexible 
expansion and configuration.

Lithium-ion battery life up to 10 years (lasts two times longer than 
lead-acid battery). Say goodbye to additional maintenance costs and 
battery replacement costs.

International lithium-ion battery safety standard certification: 
UL 1973 & IEC 62133.

Can be operated in a 55℃ environment. (lithium-ion UPS)

Capacity range is 120W-960W

Applications
Security monitoring, medical equipment, transportation

Product features
Lithium-ion battery life up to 10 years (lasts two times longer than 
lead-acid  battery). Say goodbye to additional maintenance costs and 
battery replacement costs.

LCD display panel which supports multiple languages.

International lithium-ion battery safety standard certification: 
UL 1973 & IEC 62133.

Allows device power on without battery installation.

Capacity range is 500VA-5000VA

Applications
Security monitoring, medical equipment, transportation

DIN Rail lithium-ion / lead-acid DC UPS
D-24V240W (10A)

Rack mount lithium-ion AC UPS
N1001RL  (110V) / N1002RL (220V)

Tower lithium-ion AC UPS  
N1001TL (110V) / N1002TL (220V)

Rated Capacity

Input voltage range

Input frequency

Output voltage range

Output frequency

Socket type

Socket number

1000VA/900W

5min (@900W) 
Lithium-ion battery

Standard : RS232/USB ; 
Optional : network card/dry contact card

W145×D395×H224 mm 

0-40℃

Back-up time

Battery type

Operating 
temperature range

Communication interface

UPS size

50/60±0.1Hz

NEMA 5-15R
6 pcs

50/60±0.1Hz

C13
3 pcs

200/208/220/
230/240Vac±3%

(sinewave output)

100/110/115/
120Vac±3%

(sinewave output)

100-288Vac
50/60Hz (Auto)

75-144Vac
50/60Hz (Auto)

On-line AC UPS
N1001TL

On-line AC UPS
N1002TL

Asian Power Devices (APD)’s UPS business team has more than 20 years of 
R&D expertise. The company’s innovative technical advantage in power 
supply R&D has made it a long-standing strategic partner for international 
manufacturers in Europe, USA and Japan.
APD specializes in providing customized UPS design and manufacturing 
service for clients. In recent years, APD has developed a series of Lithium-ion 
UPS products that can be adopted in a wide range of applications such as 
medical equipment, industrial automation, security monitoring, 
transportation and other relevant fields, providing stable and quality power 
management solutions for clients.

APD Uninterruptible Power System

INSTILL NEW VIGOR 
TO INNOVATION

Rated Capacity

Input voltage range

Input frequency

Output voltage range

Output frequency

Socket type

Socket number

1000VA/900W

5min (@900W) 
Lithium-ion battery

Standard : RS232/dry contact ; 
Optional : network card

W430×D405×H86 mm 

0-40℃

Back-up time

Battery type

Operating 
temperature range

Communication interface

UPS size

50/60±0.1Hz
NEMA 5-15R

6 pcs

50/60±0.1Hz

Terminal block

200/208/220/
230/240Vac±3%

(sinewave output)

100/110/115/
120Vac±3%

(sinewave output)

100-288Vac
50/60Hz (Auto)

75-144Vac
50/60Hz (Auto)

On-line AC UPS
N1001RL

On-line AC UPS
N1002RL

Rated Capacity

Input voltage

10A/240W

24Vdc

Normal mode, same as input voltage
Battery mode, same as battery voltage

6 minutes (@240W)

USB/dry contact

W38×D111×H123 mm

W80×D111×H123 mm

0-55℃ (lithium-ion battery model)
 0-40℃ (lead-acid battery model)

Lithium-ion battery/lead-acid battery

Back-up time

Battery type

Communication interface

UPS size

Battery module size

O�-line 24V/10A
DC UPS

D-24V240W

Operating 
temperature range

Output voltage




